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PRODUCT: M-130
QUALITY NUMBER: 371/18-02
DATE: 23.05.2018
PRODUCER: KONUS KONEX D.O.O.
PRODUCT NUMBER:

COMPOSITION : 100% WOOL

PRODUCT CHARACTERISTICS:

MEASURE CONTROL
No. CHARACTERISTIC UNIT VALUE METHOD
1 area weight g/m? 1350 + 100 ISO 3801
2 thickness mm 2,7-3,7 ISO 5084*
3 tensile strength MD N/5 cm > 1400 ISO 13934-1
4 tensile strength CD N/ 5cm > 1000 ISO 13934-1
5 elongation at break MD % 25-35 SO 13934-1
6 elongation at break CD % 40 - 60 ISO 13934-1
Tolerance Length Width
inner circumference < 1599 mm -3/+7 mm -/[+3 mm
inner circumference 1600-2539 mm -4/+10 mm -/[+3 mm
inner circumference > 2540 mm -+ 1% -1+ 1%

Please note value given may be subject to change without notice.
Consult Konus Konex before using these values for design or specification.
Please note this data sheet will supersede any previous version.

SIGNATURE OF KONUS KONEX d.o.0.:

Konus Konex Ltd, 3210 Slovenske Konjice, Mestni trg 18, Slovenija, EU
T:. +386 3/ 757 3100, F: +386 3/ 575 4 140, 575 4 368
E: info@konuskonex.com, www.konuskonex.com, www.kofil.com




